Invitation Asia’s Leading Electronics R&D and Manufacturing Tech Show *

NAGOYA

R &D and Manufacturing
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High-Reliability HDI ~ #° N\ Heat Dissipation Support

Our PWBs called CMK-COMP series can have performances for
High-heat radiation and High-current.
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Heat radiation directly Heat-spread to High-current can be
to Cu board whole PWB. allowed with thick Cu.
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PPBU 1-4-1

PPBU 2-4-2

Onhe-stop solution

By providing consistent support from design onward, we reduce inter-process workload for S0, alification Coverage
our customers and deliver assembled PCBs directly to you.

Dielectric material epoxy(GF)
(Material code) Polyimide(Gl)

11{Double side)
1l (Multilayer)

i Layercount TH Max.10 layers
SVHAVH 2 layer
Board thickness Max. 1.6mm
Drilled hole TH Min. ¢0.35mn
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Processing code

PCB Specification Proposal Component Procurement

We can propose PCB
specifications tailored to
requirements such as high-speed
transmission and thermal

Prototype Phase:Components can be procured through
e-commerce sites for quick-turn delivery.

Mass Production Phase:Procurement from distributors
offering stable supply and quality support is available.

countermeasures. Diameter SVHAVH Min. $0.20m
/_‘,-’ g Conductor Width/Space Min. 0.13mm / 0.18mm
> f Final surface treatment Solder coating
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Please scan this 2D barcode
to pre-register.

% As this is a pre-registration-only exhibition, please register to attend
before visiting.

.jp/nagoya/en-gb/register.html?code=1807662065033143-JAY
We sincerely look forward to your visit.
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